
S P E C I F I C AT I O N  S H E ET  ·  TS - 06 ,  TS - 83  ·  T ITA N IUM

Titanium
N ATUR A L  STO N E  ·  TR AVE RT I N E  ·  QU I C K  S H I P  ·  STO C K E D  I N  TH E  US A

A travertine built up layer by layer from mineral-rich spring water, cut to show its dense, wavy
banding, which reads more like marble than classic pitted travertine. Titanium is a travertine
from Turkey. Available honed, brushed. For floors, walls and showers. Stocked as slabs.

Range 1 Range 2 Range 3 Range 4

TE C H N I C A L  D ATA

TS TS-06, TS-83

STONE Travertine

COLOR Grey

ORIG IN Turkey

F IN ISHES Honed, Brushed

THICKNESS 3/4 in (2 cm), 1 1/4 in (3 cm)

USE Floors, walls, showers

WATER  ABSORPT ION 0.7%

DENSITY 2,440 kg/m³

COMPRESS IVE
STRENGTH

113 MPa (16,400 psi)

STO C K E D  S IZE S

S IZE F IN ISHES

Slab Honed, Brushed

Any size, finish or pattern cut to order; about 8 to 12 weeks; minimum
order quantities may apply.

N ATUR A L  STO N E :  WH AT  TO  EXP E CT
Every piece of natural stone is quarried, not manufactured. Color, veining, shade, movement, fossils, pits and fills vary from block to block, lot
to lot and tile to tile: that variation is the character of the material, not a defect. Photos and samples show a range, never an exact match.
Approve the range photos and a job sample from the actual lot before ordering, inspect the delivered material before setting, and dry-lay and
blend tiles from several boxes. Hardness, porosity and how a finish wears also differ from stone to stone; honed and polished surfaces will
etch and show wear differently. Seal after installation and reseal periodically.
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